} Breast-high location is convention for installation&

Installation Instruction

1#Determine the location for installation 2#Attach the installation instruction ~ 3#Mark the hole spot and drill holes 4. Insert anchor bolts 5. Insert cushion pads 6. Disassemble the body

Knock on the wall to check the existence of retaining
wall inside. Install the washer on an even wall.

Insert anchor bolts into 4 holes Lnsi?rt cushion pads on the fixed anchor Unscrew the 4 screws below and above
0IlS

Use a level meter for attachment Drill holes perpendicular the wall surface
Discuss the site with the customer
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7. Connect the drain hose 8. Connect water inlet hose 9. Install the washing machine 10. Fasten nuts with a ¢ 17 spanner 11 Mount the body

Install the washer on the surface of wall so as
not to create a large gap.

Connect the drain hose with the adapter, and secure it Insert the inlet hose until the elbow makes a
with a hose clamp. shapping sound.

Connect the fixing nut(1EA) after inserting the flat
washer(1EA)and spring washer(1EA)and then
connect the regular nut(1EA).

Screw 4 screws above and below after
mounting the body.

12. Adjust the water inlet hose 13. Connect the inlet hose 15. Organize the hose

Wipe the attachment area clean with a dry
cloth and attach the hose guide tightly.

Insert the water inlet hose into the Y connecter
and install the Y connecter onto the water tap.

Cut the redundant length of the wate
inlet hose according to the tap site.

Organize the inlet hose and power cord in
hose guide.
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NOTES:

1. The expansion bolt must be installed on the solid cement wall. If there is tile on the wall surface, a $14mm special
drill bit shall be used for pre drilling.

2. Before installation, please confirm the wall thickness with the neighbor to avoid unnecessary problems. It must be
ensured that the anchor bolts reach 50mm in the solid concrete wall.
3. There shall be no power socket or other electrical equipment at the lower part of the machine, and there shall be
no faucet, table and other obstacles affecting the installation and maintenance operation within 30mm of the bottom.
4. After installation, power on the machine to check whether there is water leakage.

5. Do not connect the power cord to the power supply without grounding.

Correct installation method
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PARTS Wall Type Depth of Hole Bit Diameter of Hammer Dirrill
| Solid Concrete Wall 75(x5)mm $13mm
-—_uw(C@((ﬁ{O
Anchor bolt (x4 Cushion pad (x4 Water inlet hose Drain hose .
o) pad (x4) User manual Install the water inlet valve
1T ] Anti-reverse
é. OO G /washer
] i £ )
‘ﬁjﬂ Y connecter — E\i%‘
Water inlet hose - \
Y connecter Hose clamp Hose guide Installation instruction a\/ Hose adapter
1. Connect the Y connecter and the water tap, and then 2. Insert the anti-reverse washer
Insert the water inlet hose into the Y connecter. onto the hose adapter.




	页 1

